
ANTISLIP TERRAGRIP TREATMENT
Micro-etch Anti-Slip Solution

RECOMMENDED APPLICATIONS
•	 P4 | BATHROOMS, SHOWERS, WET AREAS, 

•	 INDOOR TILED AREAS

•	 P5 | POOL SURROUNDS, COMMERCIAL KITCHENS, 

•	 EXTERNAL RAMPS, ENTRYWAYS

COMPLIANCE & CERTIFICATIONS
•	 Meets NZS 4586:2004 slip resistance 

requirements (wet pendulum testing)

•	 Suitable for indoor and outdoor use

•	 Works on wet and dry surfaces

•	 MAF approved for use in food preparation areas

PERFORMANCE FEATURES

Increases traction without altering 
appearance

Works instantly 

Safe for indoor and outdoor use

Food-safe and MAF approved
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INSTALLATION & APPLICATION 
METHOD

1.	 Can only be applied by approved applicators.

TECHNICAL SPECIFICATIONS

Product Type Acid-based micro-etch treatment

Colour Clear (minimal change to surface)

Sheen

Compatible Surfaces Ceramic tiles, porcelain tiles, natural stone, concrete, terrazzo

Coverage Varies depending on porosity. Typical 12–20 m² per litre

Application Applicator pad

Primer SlipSafe Clear Primer recommended for adhesion

Slip Rating P3, P4 & P5 depending on surface and application time

Dry Time

Longevity Recoat as required to maintain slip resistance

Chemical Resistant

Shelf Life 12 months unopened

Treatment Life

Storage Store between 10°C–27°C. Protect from freezing

Expected Service Life

Maintenance Clean regularly with pH-neutral cleaner to maintain performance

Warranty 2 year warranty with no re-aplication required under normal wear and maintenance

CERAMIC TILE PORCELAIN TILE CONCRETE

NATURAL STONE TERRAZZO

COMPATIBLE SURFACES
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